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The Versatile MFWD Tractors are industry leading, full-featured tractors with almost 20 years of field proven 
performance. Powered by the iT4 Cummins QSL9L engine the Versatile 265 to 365 delivers a combination 
of power, economy and performance. This is matched with a smooth shifting powershift transmission with 
operator programmable features designed to match your work requirements. The 265 to 365 feature finger tip 
electro-hydraulics with the optional HydraFlow Plus package deliver 75 gpm (284 L/min) to meet the demands 
of modern implements.

VERSATILE MFWD 
MODELS 265-365

 » Cummins engine

 » Smooth shifting powershift 
transmission with 16 forward 
and 9 reverse speeds

 » 540/1000 RPM PTO 

 » HydraFlow Plus hydraulics

 » Double reduction planetary 
drive

IMPROVED STANDARD CAB OFFERING
The 265 to 365 takes advantage of the class leading Versatile HQ Cab. 
With over 85 sq. ft. (7.98 sq. m) of viewable window glass the HQ Cab 
provides a panoramic view of your fields. A seat mounted right-hand 
console gives you fingertip control over the entire tractor to help reduce 
operator fatigue. A semi-active air-ride suspension seat is standard and 
the HQ Cab also offers a large training seat.

DELUXE CAB
The new Deluxe Cab is a high-end full-featured cab that provides 
the operator with every imaginable comfort for long working days. A 
semi-active air-ride suspension seat and the training seat are both stan-
dard in this configuration. In addition to the connectivity options available 
in the standard cab, the Deluxe Cab has an 110v AC power outlet and 
a 5-volt integrated USB port. A subwoofer is also standard to improve 
sound quality in the cab.

CUMMINS QSL9 ENGINE
The Cummins QSL9 is a market leader in horsepower and torque. 
This turbocharged engine, with electronic controlled high-pressure 
common-rail injection, offers smooth power delivery and fast engine 
response with less vibration. In addition this model is excellent for 
cold starting ability with an integral air inlet heater.

POWERSHIFT TRANSMISSION
Upshifting and downshifting is as easy as the push of a button. 
Models are equipped with an 16 x 9 full powershift transmission 
that has been refined for smooth shifting, particularly when under 
load. An innovative design that features large helical cut case 
hardened gears on roller bearings ensures the operation is durable, 
smooth and quiet.

ELECTRO-HYDRAULICS

The closed center load sensing hydraulic system provides ample 
capacity for implements that demand high hydraulic flow by pro-
viding pressure and flow on demand. When no hydraulic power is 
required, the system goes into low-pressure standby to conserve 
energy, providing more power at the drawbar. 

The Versatile 265-365 has a total hydraulic flow of 55 GPM (208 
L/min), or 75 GPM (284 L/min) with the optional HydraFlow Plus 
hydraulic system. 



MFWD TRACTOR
Models 265/295/315/335/365

265 295 315 335 365

ENGINE

Engine type Cummins QSL9 Cummins QSL9 Cummins QSL9 Cummins QSL9 T4F Cummins QSL9 T4F

Aspiration Turbocharged & air-to-air 
aftercooled

Turbocharged & air-to-air 
aftercooled

Turbocharged & air-to-air 
aftercooled

Turbocharged & air-to-air 
aftercooled

Turbocharged & air-to-air 
aftercooled

Displacement 8.9-liter 8.9-liter 8.9-liter 9-liter 9-liter

Horsepower 260 hp (194 kW) @ 2100 
RPM

290 hp (216 kW) @ 2100 
RPM

310 hp (231 kW) @ 2100 
RPM

335 hp (250 kW) @ 2100 
RPM

360 hp (268 kW) @ 2100 
RPM

Power bulge 14% @ 1800 RPM 12% @ 1900 RPM 10% @ 1900 RPM 10% @ 1900 RPM 11% @ 1900 RPM

Peak horsepower 296 hp (221 kW) 326 hp (243 kW) 340 hp (254 kW) 370 hp (276 kW) 400 hp (298 kW)

Torque rise 45% @ 1500 RPM 36% @ 1500 RPM 29% @ 1500 RPM 35% @ 1500 RPM 33% @ 1500 RPM

Peak torque 945 lb-ft (1282 N•m) 985 lb-ft (1335 N•m) 995 lb-ft (1350 N•m) 1130 lb-ft (1532 N•m) 1199 lb-ft (1626 N•m)

FUEL SYSTEM

Capacity 170 U.S. gal (644 L) 170 U.S. gal (644 L) 170 U.S. gal (644 L) 165 U.S. gal (625 L) 165 U.S. gal (625 L)

Filter Engine mounted w/water 
separator

Engine mounted w/water 
separator

Engine mounted w/water 
separator

Engine mounted w/water 
separator

Engine mounted w/water 
separator

TRANSMISSION

Powershift transmission 16 forward speeds, 9 
reverse

16 forward speeds, 9 
reverse

16 forward speeds, 9 
reverse

16 forward speeds, 9 
reverse

16 forward speeds, 9 
reverse

Maximum speed 25 mph (40 kph) 25 mph (40 kph) 25 mph (40 kph) 25 mph (40 kph) 25 mph (40 kph)

AXLES

Front axle w/limited slip Standard Standard Standard Standard Standard

Front axle w/differential lock Optional Optional Optional Optional Optional

Rear axle track setting 60 to 88 in (1524 to 2235 
mm)

60 to 88 in (1524 to 2235 
mm)

60 to 88 in (1524 to 2235 
mm)

60 to 88 in (1524 to 2235 
mm)

60 to 88 in (1524 to 2235 
mm)

Rear axle diameter 4.3 in (109 mm) 4.3 in (109 mm) 4.3 in (109 mm) 4.7 in (120 mm) 4.7 in (120 mm)

Rear axle track setting (w/120" 
axle)

60 to 132 in (1524 to 3353 
mm)

60 to 132 in (1524 to 3353 
mm)

60 to 132 in (1524 to 3353 
mm)

60 to 120 in (1524 to 3048 
mm)

60 to 120 in (1524 to 3048 
mm)

HYDRAULICS

Hydraulic type Closed Center Load 
Sensing System

Closed Center Load 
Sensing System

Closed Center Load 
Sensing System

Closed Center Load 
Sensing System

Closed Center Load 
Sensing System

Standard flow 55 GPM (208 L/min) 55 GPM (208 L/min) 55 GPM (208 L/min) 55 GPM (208 L/min) 55 GPM (208 L/min)

Hi-Flow hydraulic system 75 GPM (284 L/min) 75 GPM (284 L/min) 75 GPM (284 L/min) 72 GPM (273 L/min) 72 GPM (273 L/min)

Hydraulic remotes - Standard flow 4 standard 4 standard 4 standard 4 standard 4 standard

Hydraulic remotes - Hi-Flow 6 standard 6 standard 6 standard 6 standard 6 standard

Maximum system pressure 2900 PSI (197 bar) 2900 PSI (197 bar) 2900 PSI (197 bar) 2900 PSI (197 bar) 2900 PSI (197 bar)

ELECTRICAL SYSTEM

Alternator 12V - 200 amps 12V - 200 amps 12V - 200 amps 12V - 200 amps 12V - 200 amps

Batteries 2-12V, 950 CCA ea. 2-12V, 950 CCA ea. 2-12V, 950 CCA ea. 2-12V, 950 CCA ea. 2-12V, 950 CCA ea.

Standard lights
Halogen - 2 headlights, 

9 worklights, 2 front roof 
mounted

Halogen - 2 headlights, 
9 worklights, 2 front roof 

mounted

Halogen - 2 headlights, 
9 worklights, 2 front roof 

mounted

Halogen - 2 headlights, 
9 worklights, 2 front roof 

mounted

Halogen - 2 headlights, 
9 worklights, 2 front roof 

mounted
HID lighting / Power mirrors Optional / Optional Optional / Optional Optional / Optional Optional / Optional Optional / Optional

DRAWBAR / 3-POINT HITCH / PTO

3-point hitch Category III / IIIN Category III / IIIN Category III / IIIN Category IV / N Category IV / N

Standard (SAE) lift capacity 18,850 lb (8550 kg) 18,850 lb (8550 kg) 18,850 lb (8550 kg) 17,260 lb (7829 kg) 17,260 lb (7829 kg)

PTO, 1000 RPM n/a Standard Standard Standard Standard

PTO, 540/1000 RPM Standard Optional Optional Optional Optional

CAB

Volume 149 cu. ft. (4.22 cu. m) 149 cu. ft. (4.22 cu. m) 149 cu. ft. (4.22 cu. m) 149 cu. ft. (4.22 cu. m) 149 cu. ft. (4.22 cu. m)

Glass 73.5 sq. ft. (6.83 sq. m) 73.5 sq. ft. (6.83 sq. m) 73.5 sq. ft. (6.83 sq. m) 74 sq. ft. (6.88 sq. m) 74 sq. ft. (6.88 sq. m)

WEIGHTS & DIMENSIONS

Weight, unballasted* 23,945 lb (10,861 kg) 23,945 lb (10,861 kg) 23,945 lb (10,861 kg) 23,945 lb (10,861 kg) 23,945 lb (10,861 kg)

Max. operating weight 27,510 lb (12,478 kg) 30,685 lb (13,918 kg) 32,800 lb (14,878 kg) 35,400 lb (16,057 kg) 35,400 lb (16,057 kg)

Wheelbase 124.6 in (3165 mm) 124.6 in (3165 mm) 124.6 in (3165 mm) 128.95 in (3275 mm) 128.95 in (3275 mm)

Turning radius** 15.8 ft @ 30" row spacing 
(4.8 m @ 762 mm)

15.8 ft @ 30" row spacing 
(4.8 m @ 762 mm)

15.8 ft @ 30" row spacing 
(4.8 m @ 762 mm)

18.3 ft @ 30" row spacing 
(5.6 m @ 762 mm)

18.3 ft @ 30” row spacing 
(5.6 m @ 762 

mm)

Overall length, w/front weights 252 in (6401 mm) 252 in (6401 mm) 252 in (6401 mm) 251 in (6375 mm) 251 in (6375 mm)

Height, top of cab 132 in (3353 mm) 134.7 in (3396 mm) 134.7 in (3396 mm) 131.5 in (3335 mm) 131.5 in (3335 mm)

*w/420/90R30 & 480/80R46 Singles
**w/380/85R34 Singles
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